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Disclosure to Promote the Right To Information 



Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 



Mazdoor Kisan Shakti Sangathan 
'The Right to Information, The Right to Live' 
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FOREWORD 

This Indian Standard ( First Revision ) was adopted by the Bureau of Indian Standards on 
20 January 1989, after the draft finalized by the Glass Containers Sectional Committee had been 
approved by the Marine, Cargo Movement and Packaging Division Council. 

This standard lays down the requirements for glass jars for packing jams, jellies and marmalades. 
This standard has been revised to bring it in line with the current manufacturing practices. In 
this revision, vacuum lug finish has been prescribed in addition to RONPP Jieck finish. The 
vacuum lug type of finishes are being used increasingly because of obvious advantages of vacuum 
sealing giving longer shelf life to the product. Also, it provides the ease of opening and closing. 
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Indian Standard 



GLASS JARS FOR JAMS, JELLIES 
AND MARMALADES— SPECIFICATION 

( First Revision ) 



1 SCOPE 

This standard lays down the requirements for 
glass jars for packing of jams, jellies and 
marmalades. 

2 REFERENCES 

The Indian Standards listed below are necessary 
adjuncts to this standard. 



reasonably free from stones, blisters, bubbles, 
cords, mould marks, chill marks and other 
visual defects. They shall be well annealed. 

5 BRIMFUL CAPACITY AND MASS 

5.1 The brimful capacity and mass of the glass 
jars shall be as given below: 



IS No. 



Title 



IS 2303 : 1963 Method of grading glass for 
alkalinity 

IS 6654 : 1972 Glossary of glass packaging 
terms 

IS 6945 : 1973 Code of practice for packag- 
ing glass and glassware 

IS 751 1 ( Part 3 ) : 1986 Dimensions for 

neck finishes: Part 3 Roll- 
on threads non-pilferpro» 
of ( RONPP ) 

IS 7511 ( Part 8 ) : 1986 Dimensions for neck 
finishes : Part 8 Vacuum 
lug finish 

IS 10133 : 1982 Glass bottles dimensional 
relationships and tolerances 

IS 10497 : 1983 Methods of test for the 
determination of brimful 
capacity of glass containers 
by gravimetric method 

IS 11930 : 1986 Methods of thermal shock 
tests for glass containers 

3 TERMINOLOGY 

For the purpose of this standards, the definitions 
given in IS 6654 : 1972 shall apply. 

4 MATERIAL 

The glass jars shall be transparent and shall be 
free from greenish tint as far as possible. They 
shall also be free from cracks and shall be 



Nominal 
Capacity 

g 


Brimful 
Capacity 

ml 


Maximum 
Mass 

g 


200 


155 ± 7 


150 


500 


400 ±7 


230 



5.1.1 The brimful capacity shall be tested in 
accordance with IS 10497 : 1983. 

6 GENERAL REQUIREMENTS 

6.1 Pattern 

The jars shall be of the pattern as agreed to 
between the purchaser and the supplier. The 
design of the jar shall be such that the lumps of 
the material can be easily taken out with a 
spoon. 

6.2 Workmanship 

The glass jars shall be symmetrical around the 
axis with uniform distribution of glass all over 
the walls and the base shall rest on a plane 
surface without rocking. 

6.3 The sealing surface shall be smooth and 
suitably radiussed at both the outer and the 
inner peripheries of glass with a minimum 
of 0'8mm flat surface. It shall also be free from 
prominent seam marks. 

6.4 The tolerance limits on the planity devia- 
tion for the sealing surface shall not exceed 
0"4 mm. The planity of the top sealing surface 
of the glass jars shall be checked by the method 
given in Annex A. 

6.5 The tolerance on height shall be according 
to 10133 : 1982. 
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7 NECK FINISH 

The jars shall have roll on non-pilferproof type 
neck finish of size 58 as laid down in IS 7511 
(Part 3) : 1986. Alternatively, the glass jars 
shall be provided vacuum lug finish of nominal 
diameter 53 or 63 mm conforming to IS 7511 
(Part 8) : 1986. 

8 TESTS 

8.1 Limit of Alkalinity 

The glass jars shall be tested for alkalinity 
according to IS 2303 : 1963 and the glass of the 
containers ^hall conform to Type 4. 

8.2 Thermal Shock Resistance 

The glass jars when subjected to the therml 



shock test in accordance with the method given 
in IS 11930 : 1986 shall not show any visible 
crack or damage after the test. The tempe- 
rature differential ( tj — H ) for the thermal 
shock test shall be kept at 43°G. 

9 MARKING AND PACKING 

9.1 Marking 

Each glass jar shall be marked permanently and 
legibly on its surface or the bottom with the 
manufacturer's name or trade-mark. 

9.2 Packing 

The jar shall be packed in accordance with the 
guidelines given in IS 6945 : 1973. 



ANNLX A 
( Clause 6.4 ) 

METHOD OF CHECKING PLAINITY DEVIATION OF SEALING SURFACE 



A-l APPARATUS 

A-l.l The following apparatus is needed for 
checking the plainity deviation of sealing surface 
of the glass jar: 

a) Standard surface plate or 6 mm thick 
plane glass plate, and 

b) Feeler gauge set ranging from 0'05 to 
0'64 mm. 

A-2 PROCEDURE 

A-2.1 Invert the empty glass jar placing the 
sealing surface on top of the surface plate or 
glass plate. 



A -2.2 Lightly press the base of the container on 
the side opposite to one at which the measure- 
ment is being taken. 

A-2.3 Insert the feeler gauge ( starting from 
0"05 mm ) between the glass sealing surface and 
the surface plate until the thickest possible feeler 
gauge just slides in. 

NOTE — The feeler gauge shall not be forced in. 

A-2.4 Record the maximum clearance obtained 
between the glass sealing surface and the surface 
plate by rotating the jar through 360° while 
keeping the base of the jar lightly pressed on 
the side opposite to one at which the measure- 
ment is being made. 



Standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian Standards 
Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on products 
covered by an Indian Standard conveys the assurance that they have been produced to comply with 
the requirements of that standard under a well defined system of inspection, testing and quality 
control which is devised and supervised by BIS and operated by the producer. Standard marked 
products are also continuously checked by BIS for conformity to that standard as a further safe- 
guard. Details of conditions under which a licence for the use of Standard Mark may be granted 
to manufacturers or producers may be obtained from the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification 
of goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in 
the course of implementing the standard, of necessary details, such as symbols and sizes, type or 
grade designations. Enquiries relating to copyright be addressed to the Director ( Publications ), 
BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, 
are issued from time to time. Users of Indian Standards should ascertain that they are in 
possession of the latest amendments or edition. Comments on this Indian Standard may be sent 
to BIS giving the following reference: 

Doc: No. MCPD 13 (858) 
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AMENDMENT NO. 1 JANUARY 2006 

TO 

IS 9781 : 1989 GLASS JARS FOR JAMS, JELLIES AND 

MARMALADES —SPECIFICATION 

/ First Revision ) 

( Page 1, clause 2 ) — Substitute the following for the existing clause: 

'2 REFERENCES 

The standards listed below contain provisions which through reference in this 
text, constitute provisions of this standard. At the time of publication, the 
editions indicated were valid. All standards are subject to revision, and parties to 
agreements based on this standard are encouraged to investigate the possibility 
of applying the most recent editions of the standards indicated below: 



IS No. 

2303 (Part 1/ Sec 1) 
1994 



6654 : 1992 
6945 : 1973 
7511 (Part 3): 1986 

751.1 (Part 8): 1986 

10133 : 1982 

10497 : 1983 

11930: 1986 



Title 

Grading glass for alkalinity : Part 1 Hydrolytic resistance, 
Section 1 Hydrolytic resistance of glassgrains at 
98°C —Method of test and classification (first revision ) 

Glass containers — Glossary of terms ( second revision ) 

Code of practice for packaging glass and glassware 

Dimensions for neck finishes : Part 3 Roll-on thread 
non-pilferproof (RONPP) (first revision ) 

Dimensions for neck finishes : Part 8 Vacuum lug finish 
(first revision ) 

Specification for glass bottles — Dimensional 
relationships and tolerances 

Method of test for the determination of brimful capacity 
of glass containers by gravimetric method 

Methods of thermal shock tests for glass containers' 



( Page 1, clause 3, second line ) — Substitute 'IS 6654' for IS 6654 

1972'. 



Amend No. 1 to IS 9781 : 1989 

( Page 2, clause 8.1 ) — Substitute the following for the existing clause: 

'8.1 Limit of Alkalinity 

The glass of the jars shall conform to Class HGB 3 of the glass when graded 
according to the method prescribed in IS 2303 (Part J/ Sec 1).' 



( CHD 10 ) 
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